Study of the influence of the parameters of modern grounding wires on the value of power losses in them for overhead power lines of 330-750 kV

Introduction. The problem of estimating power losses in grounding wires with built-in fiber optic cable for overhead power lines of voltage class 330-750 kV is relevant, while it is obvious that the amount of losses depends on the chosen brand of wire. Problem. In the article, an analysis of the influence of the parameters of grounding wires on the amount of losses that occur in them in the normal mode of operation of the overhead power lines is carried out. Goal. The purpose of the work is to determine the criterion for the selection of grounding wires with a built-in optical fiber cable under the condition of increasing the energy efficiency of electricity transmission. Methodology. To calculate power losses in grounding wires, the methods of electromagnetic field theory were used, while taking into account the location of phase conductors on various types of towers of operating 330-750 kV overhead power lines and the possible current load of such lines. Results. The paper analyzed the dependence of losses in the grounding wires of the overhead power lines on the ratio of its active and reactive resistances, determined in which range of this ratio the losses will be close to the maximum. It is shown that the amount of specific power losses in the grounding wires of 330-750 kV overhead power lines in its normal operating modes can range from 1.6 kW/km for the 750 kV lines to hundreds of W/km for the 330 kV power lines. Originality. For the first time, it is recommended to use grounding wires with built-in fiber optic cable with running active resistance in the range of no more than 0.25 Ohm/km, which will minimize power losses and increase the energy efficiency of the 330-750 kV overhead power lines. Practical value. The obtained results can be applied at the stage of designing new or modernizing existing overhead power lines in order to reduce losses and increase the energy efficiency of lines. References 27, tables 1, figures 5.

Key words: overhead power line, lightning protection system, grounding wire, electricity losses, running active resistance.
phases and are mostly single-circuit. A characteristic feature of Ukrainian PLs is the significant size of the supports and the distances between the phases and the LPC, therefore, the methods of reducing power losses in the lightning protection system given in [5-7] cannot be applied to them.

Many works, in particular [8-13], are dedicated to the reduction of power losses in electrical networks. However, most of these works are aimed at solving the problem of reducing technological losses of electrical energy in phase conductors of the electrical network and power transformers.

The issue of reducing losses is also relevant for cable lines, where currents are induced in the shields of single-core cables according to a similar mechanism of influence (if there are conditions for their flow) [1, 14-17].

The analysis of regulatory documents regarding the installation of fiber-optic communication lines (FOCL) on PLs showed that when choosing OPGW, their mechanical strength and resistance to lightning and short-circuit currents are taken into account, and power losses that occur in them in normal PL operation mode are not taken into account [1]. It is obvious that it is worth proposing additional criteria for the selection of LPC in order to reduce these losses.

The goal of the article is to find and justify the selection criterion for the OPGW for 330, 400, 500 and 750 kV PLs, which will ensure the reduction of power losses in the lightning protection systems of such PLs.

The main research materials. Below are the calculation method and numerical values of power losses in the lightning protection system of the 330-750 kV PLs using the example of supports of the PP-750, PP-500 and P330-9 brands (Fig. 1).

![Fig. 1. External view and geometric dimensions of high-voltage PL supports: a) PP-750; b) PP-500; c) P330-9](image)

For 750 kV PLs, which are built on supports of the PP-750 type (Fig. 1,a) [18], there will be the largest distances between the phases and the LPCs, which form the lightning protection system of the PL. Such PLs are designed to transport up to 2.25 GW of power (the current in a phase is approximately equal to 1.7 kA), and the load of PLs during the day, as a rule, changes insignificantly. In Ukraine, the indicated PLs most often have a load of up to 1 GW (the current in a phase is approximately equal to 770 A). All this means that it is in such PLs significant losses in the lightning protection system can occur. For example, the maximum annual losses in one LPC of the 750 kV PL with maximum load of 2,000 MW and the number of hours of use of the maximum load of 6,000 hours/year can reach 50,000 kW·h/km [4].

Let’s find out for which LPCs the greatest losses will occur in the PL lightning protection system.

The currents induced in adjacent circuits from the OPGW grounded on each support, the body of the supports, and the ground, flow through the supports of the PL in opposite directions and compensate each other in the case of equality of the run lengths. It should also be noted that the resistance of one cable run is significantly lower than the grounding resistance of one PL support. Under such conditions, the currents from OPGW to the ground flow only from the terminal supports of the PL, the resistance of which is normalized in Table 2.5.29 of the Electrical installation regulations [1]. The circuit for the flow of this current has a certain active resistance $R_{GW}$ and inductive resistance $X_{GW}$, which are determined by the parameters of the OPGW (provided that the grounding resistances of the terminal supports of the PL are small relative to $R_{GW}$ and $X_{GW}$ of the OPGW along the length of the PL).

Knowing the induced voltage $U_{GW}$, we can determine the induced current of $I_{GW}$ by the formula:

$$I_{GW} = \frac{U_{GW}}{\sqrt{R_{GW}^2 + X_{GW}^2}}. \quad (1)$$

Losses of active power in the lightning protection system can be determined by the formula:

$$P_{GW} = I_{GW}^2 \cdot R_{GW} = U_{GW}^2 \frac{R_{GW}}{R_{GW}^2 + X_{GW}^2}. \quad (2)$$

The condition of maximum active losses can be found by determining the extremum of (2):

$$\frac{dP_{GW}}{dR_{GW}} = U_{GW}^2 \left( \frac{R_{GW}^2 + X_{GW}^2}{R_{GW}^2} - 2 \cdot \frac{R_{GW}}{R_{GW}^2 + X_{GW}^2} \right) = 0. \quad (3)$$

It follows from (3) that the condition for maximum active losses in the LPC has the following form:

$$R_{GW} = X_{GW}. \quad (4)$$
It is obvious that the maximum power losses will be equal to:

$$P_{GW \text{ max}} = \frac{U_{GW}^2}{2} \cdot \frac{1}{X_{GW} + \frac{2}{R_{GW}}}.$$  (5)

Let’s determine the value of reduced losses in the form of the ratio of $P_{GW}$ to $P_{GW \text{ max}}$:

$$\frac{P_{GW}}{P_{GW \text{ max}}} = 2 \cdot \frac{R_{GW} \cdot X_{GW}}{R_{GW}^2 + X_{GW}^2}.$$  (6)

By dividing the numerator and denominator of (6) by the square of the reactive resistance, it is possible to obtain the value of the reduced losses in the lightning protection system as a function of the ratio of its active and reactive resistances:

$$\frac{P_{GW}}{P_{GW \text{ max}}} = f \left( \frac{R_{GW}}{X_{GW}} \right) = \frac{2 \cdot \frac{R_{GW}}{X_{GW}}}{1 + \left( \frac{R_{GW}}{X_{GW}} \right)^2}.$$  (7)

The dependence constructed according to (7) is shown in Fig. 2.

![Fig. 2. Dependence of reduced losses of active power in the lightning protective cable of the PL on the ratio of its active and reactive resistances](image)

It is obvious that in order to avoid maximum losses in the lightning protection system, one should choose such OPGW for which the ratio $R_{GW}/X_{GW}$ will be either less than 1 or greater than one. So, in Fig. 2 it can be seen that under the condition of choosing OPGW, for which $R_{GW}/X_{GW} = 0.5$ or 2 p.u., we have a value of specific losses of 0.8 p.u., which means a reduction of losses relative to the maximum by only 20 %. Provided that $R_{GW}/X_{GW} \leq 0.4$ or $R_{GW}/X_{GW} \geq 2.5$, we have a reduction in losses in the lightning protection system by more than 30 % in any operating mode of the PL. It is obvious that this criterion of the ratio $R_{GW}/X_{GW}$ should be guided by the choice of OPGW for PL. Here, economic considerations should also be taken into account, because cables with a small ratio of active and reactive resistance have a larger diameter and mass per kilometer of length, as well as a higher price, but at the same time they will provide a better level of lightning protection and have greater resistance to lightning currents and short circuit (SC).

It should be noted that the above considerations are valid for the case when the resistance of the OPGW along the length of the entire PL is significantly greater than the resistances of the grounders of the terminal supports of the PL, which is actually performed for PLs of considerable length (in the case of short PLs, the above-mentioned resistances of the grounders should be taken into account).

Let’s calculate the lossy of active power in the lightning protection system of the PL under the condition of using different brands of OPGW. The mutual location of the phase conductors of the PL and the lightning protection cables with all the necessary distances is shown in Fig. 3.

Figure 3 shows the distance $r_f$ between the phase and LPC1, as well as other distances necessary for the calculation. In cases where PLs are built on supports of the type:

- PP-750 (Fig. 1,a) – $x_f = 18$ m, $x_t = 16.75$ m, $h_f = 15.9$ m, $H = 27.75$ m;
- PP-500 (Fig. 1,b) – $x_f = 11.7$ m, $x_t = 7.5$ m, $h_f = 17$ m, $H = 26.5$ m;
- P330-9 (Fig. 1,c): $x_f = 8.5$ m, $x_t = 5.5$ m, $h_f = 13.8$ m, $H = 20.25$ m [18].

![Fig. 3. Geometric model of the PL for calculation](image)

We assume that in Fig. 3 LPC1 is of the OPGW type, in which power losses should be determined. A steel rope divided into single-sided grounded segments is assumed as the LPC2.

It is also worth noting that the flow of current $I$ in the PL phase will lead to the formation of the electromagnetic field around the conductor and, in the case of the passage of the PL along a residential building, create a harmful effect on the human body [19-23].

In Fig. 3 it can be seen that the distance between the PL phase and OPGW can be calculated by the formula:

$$r_f = \sqrt{(x_f - x_t)^2 + (H - h_f)^2}.$$  (8)

The depth of the current flow in the ground and the running voltage, in V/km, induced on the LPC1 of the OPGW type from the current of one phase of the PL, can be determined according to [4, 24] as:

$$D_{gr} = \frac{2.1}{\sqrt{f \cdot \gamma \cdot 10^{-5}}},$$  (9)

$$U_{GW1P} = 0.1447 \cdot f \cdot 10^6 (D_{gr} / r_f).$$  (10)

where $f$ is the current frequency; $\gamma$ is the specific electrical conductivity of the soil (taken as equal to 0.01 S/m); $I$ is the effective value of the current of one phase of the PL.
The running voltage from all phases of the PL induced on the OPGW will be determined as:

\[ U_{GWI} = U_{GWIh} e^{j\theta_0} + U_{GWIb} e^{j\theta_2} + U_{GWIc} e^{j\theta_3} \]  (11)

The active and reactive resistances of one kilometer of the OPGW, taking into account the current in the ground, are equal to [4]:

\[ R_{GW} = R_p + 0,05 \]  (12)

\[ X_{GW} = 0,1447 \cdot \log \left( \frac{D_{GW}}{d/2} \right) \]  (13)

where \( R_p \) is the running active resistance of the OPGW of a certain brand; \( d \) is its diameter.

According to (1), (2), (8) – (13) for all cables specified in Table 1, the dependencies of the specific losses of active power in the lightning protection system on the current in the PL phase are plotted, shown in Fig. 4.

It is easy to see that the OPGW 34-AL3/34-A20SA type cable (curve 3 in Fig. 4) provides a significantly higher level of losses than other brands of OPGW. If the current value of the 750 kV PL phase is 770 A when using the OPGW 34-AL3/34-A20SA cable, the power losses in the 750 kV PL lightning protection system will be about 1.472 kW/km (see Fig. 4.a). With PL length of 500 km, the losses of active power over the entire length of the LPC will amount to 0.736 MW. The cost of such losses per year, under the condition of operation of the PL with constant load at the existing tariff for the transmission of electricity through main networks (397.85 UAH per MWꞏh, as of December 2022), will amount to 2.565 million UAH/year. It is obvious that the use of cables of other brands will allow to significantly save electricity, especially if we take into account the standard operating life of the PL, which according to current legislation is 40 years, as well as the fact that electricity prices are constantly increasing. For example, for the OPGW 426-AL1/56-A20SA brand cable with the same value of current, the power losses are 0.513 kW/km, while the cost of such losses during the year will be 0.893 million UAH/year.

According to (1), (2), (8) – (13) for all cables specified in Table 1, the dependencies of the specific losses of active power in the lightning protection system on the current in the PL phase are plotted, shown in Fig. 4.

![Fig. 4. Dependencies of power losses in the 330-750 kV PL lightning protection system on the phase current for different brands of LPC:](image)

Figure 4,b shows that the power losses in the lightning protection system of the 500 kV PL can amount to hundreds of Watts per 1 km of its length. Such losses are also significant, especially considering the total length of the PL (for current of 500 A, losses in the lightning protection system of the PL with OPGW 34-AL3/34-A20SA brand cable can reach 0.285 kW/km). The correct choice of the LPC brand allows to reduce the value, and therefore the cost of such losses several times.

330 kV voltage class PLs are also of interest in the amount of losses in the lightning protection system. Such PLs also operate for a long time with significant current load. In Fig. 4,c it can be seen that the use of certain brands of OPGW allows to reduce losses to the value of tens of Watts per km of the length of the 330 kV PL (at current of 300 A, the losses in the lightning protection system of the PL with OPGW 34-AL3/34-A20SA cable can reach 116 W/km, and with OPGW 426-AL1/56-A20SA cable – only 40.5 W/km).

It should also be noted that when changing the OPGW brand, the reactive resistance of the lightning protection system changes significantly less than the active resistance (see Table 1), therefore, the value of the running active resistance of the OPGW should be the selection criterion in order to minimize power and electrical energy losses.

Analysis of the curves in Fig. 4 shows that cables with both low and high running active resistance on 330-750 kV PLs allow for a significant reduction in power losses in the lightning protection system, but at the same time, OPGWs with significant running active resistance have a smaller diameter, lower strength and thermal resistance to lightning currents and SC [26, 27].

According to Table 1 plots the dependencies of the ratio of active and reactive resistances $R_{GW}/X_{GW}$ of the lightning protection system on the running active resistance $R_p$ of the LPC are plotted (Fig. 5).

In Fig. 5 it can be seen that when using OPGW with running active resistance of 0.25 Ω/km, we have the value of $R_{GW}/X_{GW}$ approximately equal to 0.4 p.u., which according to the curve in Fig. 2 provides a reduction of losses by 30 % from their maximum possible value. When choosing a LPC with lower values of the running active resistance, the losses in the lightning protection system of the 330-750 kV PL will be even smaller. Thus, when choosing an OPGW-type LPC for the considered PLs, it is worth choosing cables with running active resistance of no more than 0.25 Ω/km. Loss reduction can also be achieved by choosing cables with running active resistance greater than 1.85 Ω/km, corresponding to $R_{GW}/X_{GW}$ of at least 2.45 p.u., which also provides a loss reduction of 30 % or more. However, such cables have a smaller cross-section, less mechanical strength and thermal resistance to lightning currents and SC, so it is not recommended to choose them.

It should also be noted that LPCs with running active resistance in the range from 0.32 Ω/km to 1.5 Ω/km are better not to be chosen at all, because it is for them that the $R_{GW}/X_{GW}$ ratio varies from 0.5 to 2 p.u., that in accordance with Fig. 3 will ensure losses in the lightning protection system within 80-100 % of the maximum possible.

![Graph showing dependencies](image)

**Conclusions.**

It is shown that the value of specific power losses in lightning protection systems of 330-750 kV PLs in their normal modes of operation can range from 1.6 kW/km for 750 kV PLs to hundreds of W/km for 330 kV PLs and significantly depends on the mutual location of the phase wires and OPGW, PL load current and OPGW characteristics.

It has been determined that lightning protection cables with running active resistance in the range of 0.32 Ω/km to 1.5 Ω/km will have losses close to the maximum and should therefore be avoided. Smaller losses will be in the case of using OPGW with running active resistance of less than 0.25 Ω/km (usually of considerable value) or more than 1.85 Ω/km (usually of insufficient mechanical strength and thermal resistance to lightning currents and short circuit).

For the first time, it is recommended to use OPGW with running active resistance of no more than 0.25 Ω/km, which will allow to minimize power losses and increase the energy efficiency of 330-750 kV PLs at the stage of their design.

**Conflict of interest.** The authors declare no conflict of interest.

---

*Electrical Engineering & Electromechanics, 2023, no. 6*
REFERENCES

Guidelines for calculating the thermal effects of short-circuit currents and thermal stability of lightning protection cables and optical cables. (Rus).

Received 10.01.2023
Accepted 07.03.2023
Published 02.11.2023

A.V. Krasnozhon¹, PhD, Assistant Professor,
A.O. Kvytsynskyi², PhD, Assistant Professor,
R.O. Buinyi¹, PhD, Assistant Professor,
I.V. Dihtyaruk¹, PhD,
O.V. Krasnozhon¹, PhD,
¹Chernihiv Polytechnic National University,
95, Shevchenko Str., Chernihiv, 14035, Ukraine,
e-mail: red_john@ukr.net; buinyiroman@gmail.com;
dihtyaruk.ihor@gmail.com (Corresponding Author);
krasnozhon08@gmail.com
²Department of research support of regulatory support of the NPC Ukrenergo,
11/8, Dorohozhyska Str., Kyiv, 04112, Ukraine,
e-mail: Kvytsynskyi.AO@ua.energy

How to cite this article:
Krasnozhon A.V., Kvytsynskyi A.O., Buinyi R.O., Dihtyaruk I.V., Krasnozhon O.V. Study of the influence of the parameters of modern grounding wires on the value of power losses in them for overhead power lines of 330-750 kV. Electrical Engineering & Electromechanics, 2023, no. 6, pp. 77-83. doi: https://doi.org/10.20998/2074-272X.2023.6.14